
MODEL: VIGI Solar Panel 90W/VIGI Solar Panel 60W

VIGI Solar Panel



Others

Angle Adjustment (Manual)

Specifications

Features

Industrial-Grade,  Grade-A Monocrystalline Silicon Solar Panel With 60W/90W 
Capability,  and 25+ Years Lifespan
Conversion Efficiency Increased by 21.6%*
5°/15°/25°/35°/45°/55° Adjustable Angles
IP67 Weatherproof with Simple Installation

Solar Panel (Photovoltaic Panel)

Power

Environment

Weight

Box Dimensions 
(W X D X H)

Package 
Contents

Certification

Range

Voltage

VIGI Solar Panel 90W: 90W
VIGI Solar Panel 60W: 60W

18 V
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Dimensions 
(L x W x H)

• Operating Temperature: -30°C-60°C (With intelligent auxiliary heating)
• Operating Humidity: 10%~90%RH, Non-condensing

• VIGI Solar Panel
• Quick Start Guide

CE, IP67 Weatherproof

5°/15°/25°/35°/45°/55°

VIGI Solar Panel 60W: Product Weight: 4.0 kg; Package Weight: 6.7 kg 
VIGI Solar Panel 90W:  Product Weight: 5.6 kg; Package Weight: 8.9 kg

VIGI Solar Panel 60W: 800×600×135 mm (31.50×23.62×5.31 in)
VIGI Solar Panel 90W: 1120×600×135 mm (44.09×23.60×5.31 in)

VIGI Solar Panel 60W: 690×516×30 mm (27.2×20.3×1.2 in)
VIGI Solar Panel 90W: 998×516×30 mm (39.3×20.3×1.2 in)

*This value is compared to the conversion efficiency of polycrystalline silicon solar modules. Actual performance will vary as a result of client limitations and environmental factors.


